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GENERAL NOTES MANILA, PHILIPPINES
1. THESE DRAWINGS ARE SCHEMATIC IN NATURE AND ARE NOT INTENDED TO SHOW ALL POSSIBLE CONDITIONS. (DO
NOT SCALE FOR EQUIPMENT, DEVICE OR MATERIAL LOCATION). IT IS INTENDED THAT A COMPLETE ACMV SYSTEM BE
SHEET NO CONTENTS PROVIDED WITH ALL NECESSARY EQUIPMENT, APPURTENANCES, AND CONTROLS, COMPLETELY COORDINATED WITH ALL SYMBOLS DESCRIPTION SYMBOLS DESCRIPTION A
' DISCIPLINES. DOCUMENTS STRICTLY CONFORM WITH ALL PARAMETERS GIVEN IN THESE DOCUMENTS. ANY ITEMS AND
LABOR REQUIRED FOR A COMPLETE ACMV SYSTEM IN ACCORDANCE WITH ALL APPLICABLE CODES, STANDARDS, AND @ qdki—e AIR VENT W/ STOP COCK
GENERAL THESE CONTRACT DOCUMENTS SHALL BE FURNISHED WITHOUT INCURRING ANY ADDITIONAL COST TO THE CONTRACT.
CAREFULLY REVIEW ALL CONTRACT DOCUMENTS AND THE DESIGN OF OTHER TRADES BEFORE PREPARING SHEET WATER COOLED CHILLER [ D} DRAIN VALVE C/W PLUG
MO=01 DRAWING INDEX, GENERAL NOTES, ABBREVIATIONS AND LEGEND & SYMBOLS. METAL AND PIPING SHOP DRAWINGS. EACH TRADE SHALL PREPARE ITS OWN FABRICATION AND INSTALLATION [
DRAWINGS FOR COORDINATION WITH ALL OTHER DISCIPLINES. 4 D NON— RETURN VALVE
Mo-02 EQUIPMENT SCHEDULE 2. PROVIDE ACCESS TO EQUIPMENT, VALVES AND OTHER DEVICES. m THERMOMETER
LAYOUT DRAWINGS 3. ALL OPENING PIPES SHALL NOT, IN ANYWAY, PENETRATE STRUCTURAL RIB ON  BEAMS UNLESS OTHERWISE : COOLING TOWER
" AUTHORIZED. ’ ' - M FLEXIBLE PIPE CONNECTOR —
M1-01 ADDITIONAL CHILLER, COOLING TOWER, CONDENSER AND CHILLED WATER PUMPS LAYOUT
4. ALL MOTOR CONTROLLERS FOR MECHANICAL MOTORS SHALL BE SUPPLIED BY MECHANICAL CONTRACTOR. ET Q FLOW SWITCH
SCHEMATIC DRAWINGS EXPANSION TANK FACILITIES MANAGEMENT
5. EMERGENCY STOP OR DISCONNECT SWITCHES SHALL BE INSTALLED ADJACENT TO EACH MOTOR. ﬂ:D D DIFFERENTIAL PRESSURE GAGE
M2-01 CHILLED WATER AND CONDENSER WATER PIPING SCHEMATIC DIAGRAM 6. ALL ANTI-VIBRATION MOUNTS FOR EQUIPMENT AND PIPE WORK SHALL BE OF SEISMIC SPRING TYPE UNLESS ® SUMPS oy AUTOMATIC AIR VENT WARNING.
OTHERWISE SHOWN ON DRAWINGS. (X :
M2-02 EXTERNAL CHILLED WATER PIPING LAYOUT & DIFFERENTIAL PRESSURE TRANSMITTER SCHEMATIC DIAGRAM This document is the property of the U.S. Government. Further reproduction
7. FOR PIPES SLEEVES AND DUCTS THROUGH FIRE BARRIER, THE GAP BETWEEN THE PIPES AND ITS SLEEVES, AND % MODULATING CONTROL VALVE —X— e DRAIN- CAP andlor distribution is prohibited without the express written permission of:
MISCELLANEOUS DETAILS THE GAP BETWEEN THE DUCTS AND FIRE BARRIERS MUST BE FIRMLY SEALED WITH FIRESTOP MATERIALS HAVING A CLOSE=COUPLED — FOREIGN BUILDING OPERATIONS B
PERIOD OF FIRE RESISTANCE EQUAL TO THE FIRE BARRIERS. DETAILS OF DUCTS AND PIPES THROUGH WALL AND s N CHECK VALVE U.S. Department of State, Washington, DC, 20522-0620
M3-01 MISCELLANEQUS  DETAILS 1 FLOOR SHALL COMPLY WITH U.L. STANDARD AND REQUIREMENTS. COMMISSIONING SET Information on this document is not to be altered except with the written
> oK GATE VALVE CS/R CONDENSER WATER SUPPLY/RETURN approval of the individual whose seal appears hereon.
8. IN THE ABSENCE OF ANY OTHER REQUIREMENT NOT FOUND IN THE PSME CODE, THE MATERIALS, CONSTRUCTION
élT\llENDIIAI\Il?SDTéALLATION OF THE DUCTWORKS SHALL COMPLY WITH THE REQUIREMENT OF SMACNA OR ASHRAE 9 BALANCING VALVE —rowsR—|  PRIMARY CHILLED WATER SUPPLY/SUPPLY SENSITIVE
Ts SECONDARY CHILLED WATER
9. ALL WRING IN THE CEILING PLENUM SHALL BE PLENUM RATED CABLE PER NFPA-70 OR BE INSTALLED IN METAL i TEMPERATURE SENSOR/TRANSMITTER | —sams/A—| 53| y /RETURN BUT
CONDUIT.
-T]E UNIVERSAL TEST PLUG — 44— rLow |
10. FOR ALL EQUIPMENT, PIPING AND APPURTENANCES EXPOSED TO AN OUTDOOR ENVIRONMENT, SPECIAL CARE SHALL U NCL AS SIFIED
BE TAKEN TO ENSURE THAT THE UNIT CASING, MOTORS, VALVES AND OTHER APPURTENANCES ARE PROPERLY @ MOTORIZED VALVE CONDENSATE DRAIN PIPE
PROTECTED AS SPECIFIED. PROVIDE EITHER AN EPOXY COATING, STAINLESS STEEL MATERIALS OR OTHER SIMILAR N
WEATHERPROOFING PROTECTION. @ EV(\Q%;FI:(())FTVATSEORIZED MODULATING i SOLENOID VALVE Fngineer
11. THE CONTRACTOR SHALL MAKE FINAL CONNECTION TO ALL EQUIPMENT INDICATED ON DRAWINGS TO ANY EQUIPMENT -
FURNISHED BY OWNER. FINAL CONNECTION SHALL INCLUDE, BUT NOT BE LIMITED TO ANY ADAPTERS, NIPPLES, Q@ PRESSURE GUAGE o BALL VALVE -. *
SHUTOFF VALVES, AND PRESSURE REGULATING VALVES REQUIRED. — -I
— BUTTERFLY VALVE () WATER METER
12. AFTER SUBMITTAL APPROVALS AND PRIOR TO ORDERING OF ANY EQUIPMENT OR ACCESSORIES, OR BEFORE 25th Floor Chatham House 116 Valero cor.
FABRICATION AND/OR ASSEMBLY OF PIPING, AND ANY DEVICES/COMPONENTS, THE CONTRACTOR SHALL ENSURE 4% RELIEF VALVE [ UNION V.A. Rufino St. Salcedo Village, Makati City C
THAT EVERYTHING HAS BEEN VERIFIED AT SITE AND COORDINATED WITH ALL THE OTHER DISCIPLINES AS TO
CONSTRUCTIBILITY AND MAINTAINABILITY OF THE EQUIPMENT AND UTILITIES. IF FOR ANY REASON, CONFLICT ARISE L FLOW METER N GLOBE VALVE
DUE TO CONTRACTOR'S FAILURE TO FOLLOW THE ABOVE OR HIS LACK OF DUE DILIGENCE, ALL WORKS AS _
NECESSITATED SHALL BE PERFORMED BY THE CONTRACTOR WITHOUT ADDITIONAL VARIATION ORDER. ° POC (POINT OF CONNECTION) T TEST PLUG
13. ALL SUSPENDED AND FLOOR MOUNTED PIPE AND EQUIPMENT SHALL BE PROVIDED WITH PROPER ISOLATORS AS
RECOMMENDED BY ASHRAE (TABLE 42 AND CHAPTER 47 2003 ASHRAE HANDBOOK). H SUCTION DIFFUSER
14. CONTRACTOR IS REQUIRED TO RE—CALCULATE PUMP TOTAL DYNAMIC HEAD BASED OM APPROVED SHOP DRAWINGS
AND ACTUAL SELECTED EQUIPMENTS TO BE SUBMITTED FOR ENGINEERS APPROVAL PRIOR TO PROCUREMENT OSCAR V. RELUCIO —
PROFESSIONAL MECHANICAL ENGINEER
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